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2.0  Submission of Tender  

Two (2) hard copies of the tender bids in sealed envelope shall be deposited in the 
tender box located at the Supply Chain Office at the FEA Head Office, 2 Marlow Street, 
Suva, Fiji. 
 
Courier charges for delivery of Tender Document must be paid by the bidders. 

 
This tender closes at. 57/02/2017 

Site Visit: 14/02/18 
 

Each tender shall be sealed in an envelope with: 
 

The envelope bearing only the following marking: 
 

Tender- MR 57/2018 – Maintenance of Main Fuel Tank at Korovou Power Station 

The Secretary, Tender Committee 
Fiji Electricity Authority 
Supply Chain Office 
Private Mail Bag, Suva 

  
It must also indicate the name and address of the tenderer on the reverse of the 
envelope. 

 
All late tenders, unmarked Envelopes and envelopes without bidder’s name and 

address on the reverse of the envelope. (Bids via e-mail or fax will not be 

considered). 

For further information or clarification please contact our Supply Chain Office on phone 
(+679) 3224360 or (+679) 9991587. 
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3.0  Specification 

3.1 General Information 

Fiji Electricity Authority is inviting bids for the maintenance of the Korovou Power Station main 

IDO bulk tank. This 26,000L tank is the main bulk storage of Diesel fuel with a 3” fill line and 

4” discharge line located within Korovou Power Station. The general maintenance work 

includes; cleaning, degassing, inspection & Testing, repairing & painting, The Detailed scope 

of works listed in the following pages. 

3.2 Site Photo 

 

Figure 1 Korovou Tank (View from Station) 
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Figure 2 Korovou Tank (Front View) 

 

4.0  Scope of Works 

4.1 Fuel Tank 

1. Empty fuel tank under FEA supervise. Appropriate temporary tanks must be provided; 

this must be also connected temporary to the fuel system as well. 

2. Gas free the tank under regulatory requirement before any work is carried out. 

3. Wall thickness test and shell joint integrity to be tested by an approved party and the 

report to be forwarded FEA. This will be the assessment report that the repair work will 

be based on. 

4. Grit blast tank shell walls and joints if need be based on assessment report. 

5. Replenish all manhole cover and flange gaskets. 

6. Fabricate patch and Install any damage or degraded parts. 
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4.2 Tank Internal Work 

1. Tank interior must be cleaned of sludge and surface treated. 

2. Repair degraded parts as instructed by FEA after review report. 

3. Tank weld joints to be vacuum tested and report to FEA. 

4. Shell joint to be tested with die penetration test. 

 

4.3 Tank Shell Work 

1. Entire tank external shell to be grit blasted and painted. (This will be based on corrosion 

penetration levels in the assessment report) 

2. Protection Painting of the external shell, Paint DFT and holiday test report to be 

provided to FEA 

3. Replace all bolts and nuts for all manholes and nozzles 

4. Tank sign writing to be carried out as instructed by FEA 

 

4.4 Tank Stairs and Ladder 

1. Tank stairway and bund wall ladder to be patch welded and repaired to 

conform to API standard 

2. Tank stairway and bund wall ladder to be grit blasted and Painted as per 

FEA paint specification 

3. All tank support frames are to be repaired and painted or replaced. FEA 

to be consulted. 

4.5 Others 

1. Concrete Bund Cleaning 

2. Repair the Concrete Bund 

3. All external piping to be repaired and painted 

4. All valves to be serviced and gaskets and bolts and nuts to be replaced with new 

gaskets and bolts and nuts 
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5.0  Price Schedule 

_________________________________________________________________________ 

Maintenance of Main Fuel Tank at Korovou Power Station 

_________________________________________________________________________ 

Item Item Description Quantity Unit Price 

Total Price 

Currency: _______ 

 

1 
Empty fuel tank & Gas free the tank under 

regulatory requirement 

   

2 

Inspection & Assessment - Wall thickness test, 

shell joint integrity, Welding & Corrosion 

assessment 

   

3 
patch welded and repaired to conform to API 

standard 

   

4 
Protection Painting, Paint DFT and holiday test 

reporting 

   

 

Additional works; 

- Cleaning & Maintenance of Bunding 

- Servicing of Attachment e.g. valve & fitting 

   

5 Accommodation & Mobilization to Site    

6 Transportation of Materials to Site    

 TOTAL (VEP)    

 VAT 9%    

 TOTAL (VIP)    
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Notes: 

1. All repairs must conform to API standards 
2. Ensure site HSE rules are followed at all times.  
3. Contractor to verify all drawing measurements onsite 
4. All Sub-contractors to be used for any part of the works are to be declared. 
5. Contractor shall provide all materials, tools equipment and labour necessary to perform works. 
6. A detailed work plan to be provided with expected date for the works.  
7. FEA financial terms are applicable for these works. Any advance payment will require a bank guarantee. 
8. Site Visit mandatory 
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Submission of Tender  

Two (2) hard copies of the tender bids in sealed envelope shall be deposited in the 
tender box located at the Supply Chain Office at the FEA Head Office, 2 Marlow Street, 
Suva, Fiji. 
 
Courier charges for delivery of Tender Document must be paid by the bidders. 

This tender closes at 4:00 p.m. (16.00hrs Fiji time) on Wednesday 28th February, 2018 
 

Each tender shall be sealed in an envelope with: 
 

The envelope bearing only the following marking: 
 

MR 57/2018 

Maintenance of Fea Korovou IDO Fuel Tank 

The Secretary, Tender Committee 
Fiji Electricity Authority 
Supply Chain Office 
Private Mail Bag, Suva 

  
It must also indicate the name and address of the tenderer on the reverse of the 
envelope. 

 
All late tenders, unmarked Envelopes and envelopes without bidder’s name and 

address on the reverse on the envelope will be returned to the Tenderers unopened. 

(Bids via e-mail or fax will not be considered). 

The bidders must ensure that their bid is inclusive of all Taxes payable under 

Fiji Income Tax Act and must have the most current Tax Compliance Certificate.  

For further information or clarification please contact our Supply Chain Office on phone 
(+679) 3224360 or (+679) 9991587. 
 

Bidders are requested to submit a: 

 Valid Tax Compliance Certificate  

 FNPF Compliance Certificate  
 

 


